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Specifications
Model 199 219 240

Weights Unloaded Vehicle Weight (see Note 2) 4,625 5,225 6,025

Dry Hitch Weight 700 625 600

Dry Axle Weight 3,925 4,600 5,425

GVWR (Total Capacity of Trailer) 7,750 10,160 10,160

Carrying Capacity (see Note 2) 2,950 4,750 3,925

Accommodations Sleeping (standard / optional) 4 / 6 4 / 8 6 / 8

Bed Size (standard) N/A N/A 60" x 80"

Second Bed Size 60" x 80" 
(OPT)

60" x 80" 
(OPT)

60" x 80" 
(OPT)

Dinette Size N/A N/A N/A

Sofa Size (2) 38" x 76" (2) 38" x 76" (2) 38" x 76"

Measurements Exterior Length (see Note 3) 23'-10" 25'-6" 27'-6"

Exterior Width (see Note 3) 96" 96" 96"

Exterior Height (see Note 3) 11'-6" 11'-6" 11'-6"

Interior Height 94" 94" 94"

Cargo Length 10'-10" 12'-6" 11'-6"

Capacities Fresh Water System (gallons) 62 62 62

Gray Water Tank (gallons) 37 37 40

Black Water Tank (gallons) 40 40 40

Air Conditioner Size (Btu — opt.) 13,500 13,500 13,500

Awning Size (optional) 14' 14' 14'

Convertor Size (amps) 55 55 55

Furnace Rating (Btu) 18,000 18,000 18,000

LP Gas Capacity (pounds) 40 40 40

Tires (see Note 4) ST205/
75R-15C

ST225/
75R-15D

ST225/
75R-15D

Water Heater (gallons) 6 6 6

Notes
(1) All weights, dimensions, and capacities shown are approximate values.
(2) Unloaded vehicle weight and carrying capacity will vary depending upon optional equipment. 
Full propane tanks are factored into carrying capacity. Skyline weighs every unit at the factory. 
See trailer weight information label located inside the front entry door for specific cargo carrying 
capacity.
(3) Dimensions stated to industry standards. Exterior length includes approximately a four foot hitch 
on travel trailers. Exterior height includes air conditioner,  if installed. Exterior width does not include 
the width of the awning, if installed.
(4) Goodyear® radial tires are a required option.

NO-NONSENSE WARRANTY

Manufacturing defects reported to Skyline within one year after original retail delivery of your new Travel 
Trailer or Fifth Wheel by an authorized dealer will be corrected without charge and within reasonable times. 
Excluded are misuse (including lack of reasonable maintenance), minor imperfections, alterations, and dealer 
or owner improper transportation, installation, or hookup.

This warranty gives you specific legal rights. You may have other rights which vary from state to state.

Skyline’s suppliers often provide additional warranties on their components beyond the Skyline factory 
bumper-to-bumper warranty. For example — the range, water heater, furnace and convertor carry two-year 
supplier warranties while the air conditioner, refrigerator, microwave and awning carry three-year warranties. 
The one-piece roof carries a 12-year warranty. Ask your dealer for full details.

Manufacturer’s Notice:  All specifications, equipment, and prices are subject to change without prior notice. 
Production of all models subject to seasonal scheduling. Skyline Corporation reserves the right to improve a 
model without incorporating these changes in similar models produced at an earlier date.

Consult your automobile dealer and your recreational vehicle dealer to assure the proper match between 
tow vehicle and trailer. Tow vehicle and recreational unit must be properly equalized for efficient product 
performance and safety. Before you purchase your recreational vehicle, carefully consider the number of 
people it will accommodate and its end use. Manufacturer’s load capacity restrictions and recommendations 
must be followed for safe and efficient product performance.

Your Retailer, an independent contractor, who is not an agent of Skyline Corporation, is the party responsible 
for your purchase contract and any additions, deletions, alterations, or attachments made to or in your 
recreational vehicle.

!  DANGER
Any motorized vehicle or any motorized equipment powered with flammable liquid can 
cause fire, explosion, or asphyxiation if stored or transported within the recreational vehicle. 
To reduce the risk of fire, explosion, or asphyxiation:
	 1.	 Do not ride in the vehicle storage area while vehicles are present.
	 2.	 Do not sleep in the vehicle storage area while vehicles are present.
	 3.	 Close doors and windows in walls of separation (if installed) while any vehicle is 

present.
	 4.	 Run fuel out of engines of stored vehicles after shutting off fuel at the tank.
	 5.	 Do not store, transport, or dispense fuel inside this vehicle.
	 6.	 Open the windows, openings, or air ventilation systems provided for venting the 

transportation area when vehicles are present.
	 7.	 Do not operate propane appliances, pilot lights, or electrical equipment when 

vehicles are present.

FAILURE TO COMPLY COULD RESULT IN AN INCREASED RISK OF FIRE, EXPLOSION, 
ASPHYXIATION, DEATH, OR SERIOUS INJURY.
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Specifications
Limited Travel Trailers Limited 

Fifth 
Wheels

Model 150 151 181 190 208 247 254 266 268 278 215 235 255

Weights Unloaded Vehicle Weight (see Note 2) 2,700 2,725 3,575 3,250 3,800 3,925 4,100 4,100 5,225 5,175 4,350 4,475 4,475

Dry Hitch Weight 325 375 350 375 400 450 525 525 575 625 1,025 1,050 1,050

Dry Axle Weight 2,375 2,350 3,225 2,875 3,400 3,475 3,575 3,575 4,650 4,550 3,325 3,425 3,425

GVWR (Total Capacity of Trailer) 3,850 3,850 6,200 6,200 6,200 6,200 6,200 6,200 7,750 7,750 6,700 6,700 6,700

Carrying Capacity (see Note 2) 1,050 1,000 2,475 2,825 2,250 2,125 1,925 1,925 2,325 2,375 2,175 2,050 2,050

Accommodations Sleeping (standard / optional) 3 2 7 5 6 8 8 8 8 8 6 6 6

Bed Size (standard) 76" x 90" 60" x 76" 48" x 74" 48" x 74" 60" x 74" 60" x 74" 48" x 74" 60" x 74" 60" x 74" 60" x 74" 60" x 74" 60" x 74" 60" x 74"

Second Bed Size N/A N/A 28" X 76" 28" X 76" N/A 48" x 74" / 
28" X 76"

(2) 28" x 
76" / 

(2) 28" X 
71"

48" x 74" / 
28" X 76"

(2) 28" x 
76"

(2) 28" x 
76" 

N/A N/A 48" x 74" / 
28" x 76"

Dinette Size N/A N/A 40" x 71" 40" x 71" 40" x 71" 40" x 71" 40" x 71" 40" x 71" 40" x 71" 40" x 71" 40" x 71" 40" x 71" N/A

Gaucho / Sofa Size N/A N/A 42" x 64" N/A 42" x 64" 42" x 64" 42" x 64" 42" x 64" 42" x 64" 42" x 64" 42" x 64" 42" x 64" 42" x 64"

Measurements Exterior Length (see Note 3) 17'-7" 17'-7" 23'-7" 20'-7" 25'-10" 27'-8" 28'-10" 28'-10" 28'-6" 29'-6" 24'-0" 24'-10" 25'-0"

Exterior Width (see Note 3) 96" 96" 96" 96" 96" 96" 96" 96" 96" 96" 96" 96" 96"

Exterior Height (see Note 3) 9'-11" 9'-11" 9'-11" 9'-11" 9'-11" 9'-11" 9'-11" 9'-11" 11'-0" 11'-0" 10'-1" 10'-1" 10'-1"

Interior Height 76" 76" 76" 76" 76" 76" 76" 76" 78" 78" 76" 76" 76"

Upper Level Height N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A 47" 47" 47"

Capacities Fresh Water System (gallons) 36 36 36 36 36 36 36 36 36 36 46 46 35

Gray Water Tank (gallons) 31 31 31 25 31 31 31 31 56 56 31 25 25

Black Water Tank (gallons) 31 31 31 31 31 31 31 31 31 31 40 31 31

Air Conditioner Size (Btu — opt.) 13,500 13,500 13,500 13,500 13,500 13,500 13,500 13,500 13,500 13,500 13,500 13,500 13,500

Awning Size (optional) 10' Std. 10' Std. 14' 14' 14' 14' 14' 14' 14' 14' 14' 14' 14'

Convertor Size (amps) 55 55 55 55 55 55 55 55 55 55 55 55 55

Furnace Rating (Btu) 18,000 18,000 18,000 18,000 25,000 25,000 25,000 25,000 25,000 25,000 25,000 25,000 25,000

LP Gas Capacity (pounds) 40 40 40 40 40 40 40 40 40 40 1 / 40 1 / 40 1 / 40

Tires (see Note 4) ST205/
75R15-C

ST205/
75R15-C

ST205/
75R14-C

ST205/
75R14-C

ST205/
75R14-C

ST205/
75R14-C

ST205/
75R14-C

ST205/
75R14-C

ST205/
75R15-C

ST205/
75R15-C

ST205/
75R-14C

ST205/
75R14-C

ST205/
75R14-C

Water Heater (gallons) 6 6 6 6 6 6 6 6 6 6 6 6 6

Notes
(1) All weights, dimensions, and capacities shown are approximate values.
(2) Unloaded vehicle weight and carrying capacity will vary depending upon optional equipment. Full propane tanks are factored into cargo carrying capacity. Skyline weighs every unit at the factory. See trailer weight information 
label located inside the front entry door for specific cargo carrying capacity.
(3) Dimensions stated to industry standards. Exterior length includes approximately a four foot hitch on travel trailers. Exterior height includes air conditioner,  if installed. Exterior width does not include the width of the awning, if 
installed.
(4) Goodyear® radial tires are a required option.
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